MSDS Number: 12680 Effective Date: 7/7/2004 Supercedes: 8/2/2001

M, SS .Material Safety Data Sheet /

From: Mallinckrodt Baker, Inc. Outside U.S. and Canada

22% Red 3chool Lane Chemtrec: 703-527-3887
Phillipsburg, NJ 08865

24 Hour Emergency Telephone: 908-859-2151
CHEMTREC: 1-800-424-3300

National Response in Canada
CANUTEC: 613-996-6666

A NOTE: CHEMTREC, CANUTEC and National
Response Center emergency numbers to be
MﬂlllﬂCkIOdt J.I.Baker used only in the event of chemical
\ ‘ A i '2«”, emergencies involving a spill, leak, fire,
R ® exposure or accident involving chemicals.

All non-emergency guestions should be directed to Customer Service (1-800-582-2537) for assistance.

IODINE
SRR T SR
1. Product Identification
Synonyms: lodine crystals; iodine sublimed

CAS No: 7553-56-2
Molecular Weight: 253.81
Chemical Formula: |,
Product Codes: J.T. Baker:
2208, 2211
Mallinckrodt:
0969, 0975, 0984, 0990, 1004, 1008, 2785, 3831, 4467

2. Composition/Information on Ingredients

Ingredient CAS No. Percent Hazardous
lodine 7553-56-2 100% Yes

3. Hazards Identification

Emergency Overview

POISON! DANGER! CORROSIVE. CAUSES SEVERE IRRITATION OR BURNS TO EVERY AREA OF |
CONTACT. MAY BE FATAL IF SWALLOWED OR INHALED. VAPORS CAUSE SEVERE IRRITATION TO |
SKIN, EYES AND RESPIRATORY TRACT. STRONG OXIDIZER. CONTACT WITH OTHER MATERIAL |
MAY CAUSE FIRE. AFFECTS THE CARDIOVASCULAR AND CENTRAL NERVQUS SYSTEMS. MAY
CAUSE ALLERGIC SKIN OR RESPIRATORY REACTION.

J.T. Baker SAF-T-DATA ™ Ratings

(Provided here for your convenience)

Health: Flammability: Reactivity: Contact:

3 - Severe (Life) 0 - None 2 - Moderate 3 - Severe (Corrosive)
Lab Protection Equip: GOGGLES; LAB COAT,; PROPER GLOVES

Storage Color Code: White (Corrosive)

Potential Health Effects
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